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Metal Vision Frame Veneer Clad Lite Bead (12,14)

With 1/4" wired glass (1) With 1/4" SuperLite I-W glass (1) With 3/16" Firelite®  NT glass (1) With 5/16" Firelite®  Plus glass (2) With 1/4" wired glass With 1/4" SuperLite I-W glass With 5/16" Firelite® Plus glass

Product Description
Max Visible 
Glass Size

Max 
Width

Max 
Length

Max Visible 
Glass Size

Max 
Width

Max 
Length

Max Visible 
Glass Size

Max 
Width

Max
Length

Max Visible 
Glass Size

Max
Width

Max
Length

Max Visible
Glass Size

Max
Width

Max
Length

Max Visible 
Glass Size

Max
Width

Max
Length

Max Visible
Glass Size

Max
Width

Max
Length

DFM-90
DFM-90PP
DFM-90PPFM

DFMSP-90
DFMSP-90PP
DFMSP-90PPFM

100 sq. in. 12" 33" 100 sq. in. 12" 33" 1296 sq. in. (3) 36" 54" 1296 sq. in. (3) 36" 54" 100 sq. in. 12" 33" 100 sq. in. 12" 33" 1296 sq. in. (3) 36" 54"

DFM-60
DFM-60PP
DFM-60PPFM

DFMSP-60
DFMSP-60PP
DFMSP-60PPFM

100 sq. in. 12" 33" 100 sq. in. 12" 33" 1296 sq. in. (3) 36" 54" 1296 sq. in. (3) 36" 54" 100 sq. in. 12" 33" 100 sq. in. 12" 33" 1296 sq. in. (3) 36" 54"

DFM-45
DFM-45PP
DFM-45PPFM

DFMSP-45
DFMSP-45PP
DFMSP-45PPFM

1296 sq. in. (3) 36" 54" 960 sq. in. (3,9) 12" 80" 1296 sq. in. (3) 36" 54" 1296 sq. in. (3) 36" 54" 1296 sq. in. (3) 36" 54" 960 sq. in. (3,9) 12" 80" 1296 sq. in. (3) 36" 54"

DFM-45 (8)
DFM-45PP (8)

DFM-45PPFM (8) 1296 sq. in. (3) 36" 54" 960 sq. in. (3,9) 12" 80" 1296 sq. in. (3) 36" 54" 1296 sq. in. (3) 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFP-20PP
DFP-20PPFM
EPC-20PP
EPC-20PPFM
EPC-20PPAF
EHDFP-20
EHDFP-20PP

EHDFP-20PPFM
EHDFP-20PPAF
EHDEPC-20
EHDEPC-20PP
EHDEPC-20PPFM
EHDEPC-20PPAF

1296 sq. in. 36" 54"
1296 sq. in.

or
960 sq. in. (9)

36"
or

12"

54"
or

80"
1296 sq. in. 36" 54" 1296 sq. in. 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFP-20PPFM
1-3/8" thick

EPC-20PPFM
1-3/8" thick 100 sq. in. (5) 12" 33" 100 sq. in. (5) 12" 33" 100 sq. in. (5) 12" 33" 100 sq. in. (5) 12" 33" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFS-20
DFS-20PPFM
DFS-20PPAF

ESC-20PP
ESC-20PPFM
ESC-20PPAF

1296 sq. in. 36" 54"
1296 sq. in.

or
960 sq. in. (9)

36"
or

12"

54"
or

80"
1296 sq. in. 36" 54" 1296 sq. in. 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DCL-20PP
DCL-20PPFM

DCL-20PPAF
1296 sq. in. 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
2864 sq. in. 36" 81" 2864 sq. in. 36" 81" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DSP-20PP DSP-20PPFM
1296 sq. in. 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
1296 sq. in. 36" 54" 1296 sq. in. 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFP-20 EPC-20
1296 sq. in. 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
1296 sq. in. 36" 54" 1296 sq. in. 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFP-20 1-3/8" thick 100 sq. in. (5) 12" 33" 100 sq. in. (5) 12" 33" 100 sq. in. (5) 12" 33" 100 sq. in. (5) 12" 33" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFS-20 ESC-20
1296 sq. in. 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
1296 sq. in. 36" 54" 1296 sq. in. 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DFS-20 2-1/4" thick 1296 sq. in. (5) 36" 54" 1296 sq. in. (5) 36" 54" 1296 sq. in. (5) 36" 54" 1296 sq. in. (5) 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DCL-20
1296 sq. in. 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
2864 sq. in. 36" 81" 2864 sq. in. 36" 81" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DCL-20 2-1/4" thick
1296 sq. in. (5) 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
2864 sq. in. (5) 36" 81" 2864 sq. in. (5) 36" 81" N/A N/A N/A N/A N/A N/A N/A N/A N/A

DSP-20
1296 sq. in. 36" 54"

1296 sq. in.
or

960 sq. in. (9)

36"
or

12"

54"
or

80"
1296 sq. in. 36" 54" 1296 sq. in. 36" 54" N/A N/A N/A N/A N/A N/A N/A N/A N/A

(1) 110 Metal Vision Frame from All Metal Stamping required with 1-3/4” thick doors.
(2) 110N Metal Vision Frame from All Metal Stamping required.
(3) Non-Temperature Rise Label is required when the limits of NFPA 80 are exceeded.
(4) 110N or 117 Metal Vision Frame from All Metal Stamping required.
(5) 110N or 118M Metal Vision Frame from All Metal Stamping required.
(6) 117 or 118M Metal Vision Frame from All Metal Stamping required.
(7) 110 or 118M Metal Vision Frame from All Metal Stamping required with 1-3/4” thick doors.
(8) UNI-COR FR 45-Min Approval: Requires Intumescent around cutout edge fastened by adhesives or stapled 
6” on center and any rated metal vision frame with a stop height at least 3/8”(as equivalent to AllMetal 110)

(9) Multiple Light Openings Max. Area 1920 sq. in.; Single Light Opening Max. Area - 960 sq. in.
(10) Availalbe Wood Beads: W2, W3, W6, W7 & W8
(11) Availalbe Wood Beads: W2, W3, W7 & W8
(12) Minimum size of veneer-clad lite moldings is 3” x 9”
(13) For Doors requiring hose-stream test only (including doors shipping to Canada)
(14) Classic Wood Grilles available for use with W2, W6 & W8 Wood Beads as well as Veneer Clad Moulding








