
Marshfield Signature Series®

Note: Marshfield DoorSystems, Inc. doors are manufactured per the standards listed on this page. Specifications are subject to change without notice.

FSC Trademark ‘1996 Forest
Stewardship Council A.C.

For more information call: 800-869-3667
Marshfield Signature Series doors meet WDMA premium grade and AWI custom grade standards.  ‘2005 Marshfield DoorSystems, Inc.

Responsible Forest Mangement
SW-COC-000675
FSC Mixed Credit

Notes
1.
2.       20 minute pairs do not require metal edge & astragal.
3.       2-ply full outer stile available.
4.       Laminated Strand Lumber (LSL) or hardwood at mill option.
5.       Bottom rails are 2” in doors requiring deep mortise machining for closers, holders, and pivots. Bottom rails are 3 1/8” in doors
          requiring deep mortise machining for bottom seals.
6. 
          Product Safety Commission 16 CFR 1201 CAT. ll (1-1-97 Edition) to determine the need for safety-rated glazing. 
7.       Factory machining of surface mounted exit devices with face holes 1” and larger is available.
8.       All colors may not be available.
9.       Per UBC standard 41-1 and ASTM F-476 Section 18.
10.    Fusible link louvers only available with ITS-WH label.
11.    Per ASTM E90-90 and E413
12.    Meets UBC 7-2-1994 for Neutral Pressure
13.    Meets UBC 7-2-1997 for Positive Pressure
14.    Frame mounted, listed and approved gasket required for these doors to receive positive pressure S (smoke) label.
15.    On pairs of doors, Pemko S77 gasket used with concealed intumescent stiles eliminates the need for metal edge and
          astragal (MEA). Pemko S77 gasket or MEA is required for pairs of doors to receive the positive pressure S (smoke) label.
16.    Requires the use of Western Integrated or Advanced Architectural aluminum frames.
17.    Exposed intumescent is surface applied onto the top rail.
18.    W-2, W-3, W-6, W-7, or W-8 for 3/16”, 1/4” or 5/16” glass only and a maximum nail spacing of 6” or metal vision frames.
19.    Applied moulding only available with ITS-WH label.
20.    Applied mouldings not available on decorative laminate.
21.
22.    Viewers are not available. 
23.    Raceways are not available.
24.    Wider top rails available. 
25.    Wider bottom rails available.
26.    5/16” Firelite Plus glass required with Fire-Trim moulding.
27.

28.    Viewers or raceways are not available on Workable Surfaces doors.
29.

          forest of origin has been independently inspected and evaluated according to environmental, social and economic principles

          membership includes environmental and social groups and progressive forestry and wood retail companies in partnership to
          improve forest management worldwide.
30.
31.    Available with ITS-WH only.
32.    Either the width or length dimension must be at least 22”.
33.    Lites will be allowed up to 110” in length, but will not be warranted.
34.    Blocking available.
35.    Fusible link metal louvers must be in the bottom 39” of the door.
36.    Wider AT rails available.
37.    STC rating is not guaranteed for doors hung in pairs.
38.
39.    Lite openings void all STC ratings.
40. 

pulls, pivots, soss hinges, monitor hinges, contact hinges or louvers.
l


