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Electric Power Transfer Approvals

Electric Power Transfer Approvals for 45-90 Minute Fire Rated Doors

On Marshfield Signature Series® 45, 60, and 90-minute positive pressure fire rated 
doors, electric power transfers may be located anywhere on the hinge stile of the 
door; this approval is for ITS-WH and UL. For neutral pressure doors, electronic 
power transfers may be located anywhere on the hinge stile, UL approval only. 

A metal shim kit is required for the Von Duprin EPT’s. This shim is factory installed 
inside the EPT cutout. The EPT hardware should be installed as usual, leaving the 
shim in place inside the door. 

Please contact your Inside Sales Representative at 1-800-869-3667 for more 
information on approved electric power transfers for Marshfield DoorSystems 
doors.

Marshfield DoorSystems has expanded machining approvals for electric power 
transfers (EPT) on 20-minute positive pressure doors. Previously limited to the 
bottom 39” of the door, our new approval now allows EPT’s to be located any-
where on the hinge stile per machining templates for 20-minute positive pressure 
doors. Available on both non-rated and rated 20-minute neutral and positive 
pressure doors, Marshfield DoorSystems has received this approval from Intertek 
Testing Services – Warnock Hersey (ITS-WH) and Underwriters Laboratories 
(UL). 

A metal shim kit is required for the Von Duprin EPT’s. This shim is factory 
installed inside the EPT cutout. The EPT hardware should be installed as usual, 
leaving the shim in place inside the door.


